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Indian Standard

IS NO

Specification for swing check type reflux (non- return) valves for water works purposes.

! Part 1 Single- door pattern IS 5312 (Part 1)- 1984
2 |Fixing water tap to PVC pipes IS : 7634 (Part Ill) - 1975
3  [Specification for cast iron gratings for drainage purposes IS : 5961 - 1970

4 |Autoclaved reinforced cellular concrete floor and roof slabs IS : 6073 - 1971

5 [Ledged, braced and battened timber door shutters- specification IS : 6198 - 1992

6 |Slate tiles used for roof covering IS : 6250 - 1981

7  |Concrete reinforcement IS : 6461 (Part Ill) - 1972
8 |Concrete reinforcement IS : 6461 (Part Il) - 1972
9 [Concrete reinforcement IS : 6461 (Part 1) - 1972
10 |Code of practice for quality structures in sewerage system IS : 4111 (Part 1) - 1986
11 |Hot rolled steel channel sections for general engineering purposes dimensions IS : 3954 - 1991

12 |[Stacking and storage of construction materials and components at site recommendations IS : 4082 - 1996

13 |Specification for sandstones ( slabs and tiles) IS : 3622 - 1977

14 |Specification for hydraulically regulated door closers IS : 3564 - 1995

15 |Specification for structural granite IS : 3316 - 1974

16 [Particle boards IS : 3129 - 1985

17 |Code of practice for laying of cast iron pipes IS : 3114 - 1994

18 |Veneered particles boards IS : 3097 - 1980

19 |Specification for wood particle boards (medium density) for general purposes IS : 3087 - 1985

20 |Specification for concrete masonry units (part I hollow and soilid concrete blocks) IS : 2185 (Part 1) - 1979
21 |Code of practice for design and construction of raft foundation IS : 2950 (Part I) - 1981
22 |Specification for plug cocks for water supply purposes IS : 3004 - 1979

23 |Specification for sluice valves for water wortes purposes IS : 2906 - 1984

24 |Vitreous sanitary appliances (vitreous China) IS : 2556 (Part 7) - 1995
25 [Vitreous sanitary appliances (vitreous China) IS : 2556 (Part 6) - 1995
26 [Vitreous sanitary appliances (vitreous China) IS : 2556 (Part 8) - 1995
27 |Vitreous sanitary appliances (vitreous China) IS : 2556 (Part 2) - 1994
28 [Vitreous sanitary appliances (vitreous China) IS : 2556 (Part 3) - 1994
29 [Vitreous sanitary appliances (vitreous China) IS : 2556 (Part 4) - 1994
30 |Vitreous sanitary appliances (vitreous China) IS : 2556 (Part 5) - 1994
31 |[Specification for Plastic seats and covers for water - closets IS : 2548 (Part 1) - 1996




32 |Specification for Plastic seats and covers for water - closets IS : 2548 (Part 2) - 1996
33 |Gypsum partition blocks IS : 2849 - 1983
34 |Code of practice for bending and fixing of bars for concrete reinforcement IS : 2502 - 1963
35 |Typical Layout of a septic tank sewerage system IS : 2470 (Part 1) - 1985

36 |Specification for gypsum building plaster (Part 1 Excluding premixed lightweight plasters) |IS : 2547 (Part ) - 1976
37 Method of te.st for determinatiion of water absorption, apparent specific gravity and porosity IS - 1124 - 1974
of natural building stones
38 |Specification for cut sizes of timber IS:1331-1971
39 |Ordinary portland cement, 33 grade Specification IS : 269 - 1989
40 |Specification for shovels (Part | General purpose shovels) (Part Il Heat - Treated shovels) |IS: 274 (Part | & 1) - 1981
41 |Specification for plywood gor general purposes IS : 303 - 1989
42 |Dimensions for pipe threads where pressure tight joints are required on the threads IS : 554 - 1975
43 |Specification for Portland slag cement IS : 455 - 1989
44 |Specification for salt - glazed stoneware pipes and fittings IS : 651 - 1992
45 |Cement concrete flooring tiles IS : 1237 - 1980
46 |Steel doors and window etc IS : 1038 - 1983
47 |Specification for high strenght deformed steel bars and wires for concrete reinforcement IS : 1786 - 1985
48 Specification for flushing cisterns for water -closets and urinals(other than plastic cisterns) IS: 774 - 1984
49 |Specification for cast iron brackets and supports for wash basin and sinks IS:775-1970
50 |Specification for ordinary portland cemet, 33 grade IS : 269 - 1989
51 [Specification for building limes IS: 712 -1984
52 |Code of practice for use of steel tubes in general building construction IS : 806 - 1968
53 |Specification for caulking lead IS:782-1978
54 |Specification for water meters (domestic type) IS: 779 - 1994
55 |Specification for cast copper alloy screw down bib taps and stop valves for water services |IS: 781 - 1984
56 |Specification for manhole covers and frames IS:1726 - 1991
57 |Specification for copper alloy gate, globe and check valves for water works purposes IS: 778 -1984
58 [Specification for self-closing taps for water supply purposes IS:1711-1984
59 |Specification for foundation IS : 1904 - 1986
60 IS : 1644 - 1988

Code of practice for fire safety of buildings (general) Exit requirements and personal hazard




Specification for Centrifugally cast (spun) ductile iron pressure pipes for water, gas and

61 IS : 8329 - 2000
sewage
62 |Water fittings copper alloy float valves (horizontal plunger type) IS : 1703 - 1989
63 |Specification for malleable cast iron pipe fittings IS : 1879 (Part I to X) - 1975
64 |Specification for pillar taps for water supply purposes IS : 1795 - 1982
65 |Guidelines for repair and seismic strengthening of buildings IS : 13935 -1993
66 |Specification for deep well hand pumps IS : 9301 - 1982
67 |Specification for preferred cut sizes of structural timber IS : 4891 - 1988
68 |Specification for high density polyethylene pipes for water supply IS : 4984 - 1995
69 |Asbestos cement products methods of test IS : 5913 - 1989
70 |Specification for bitumen emulsion for roads and allied applications (anionic type) IS : 3117 - 2004
71 [Types of bituminous binders & their evaluation IS : 3117 - 2004
72 |Method of test for gypsum plaster, concrete and products (Part | Plaster and Concrete) IS : 2542 (Partl/Sec 1 to 12) - 1978
73 |Code of practice for use of steel tubes in general building construction IS : 806 - 1968
74 |Specification for limestone (slab and tiles) IS:1128 - 1974
75 |1SO metric screw threads (part | Basic and design profiles) IS : 4218 (Part 1) - 1976
76 |Criteria for earthquake resistant design of structures IS : 1893 (Part 1) - 2002
77 |Criteria for earthquake resistant design of structures IS : 1893 - 1984
78 |Specification for aluminium doors, window and ventilators IS : 1948 - 1961
79 |Continuously cold- rolled steel sheet products - dimensional and shape tolerances IS/1ISO 16162 : 2005
80 |Flat steel products subcommittee IS : 513 - 2008
81 |Code of practice for design loads (other than earthquake) for building and structures IS : 875 (Part | & 1) 1987

Specification for Mild steel and medium tensile steel bars and hard- drawn steel wire for

IS

432 (Part 1) - 1982

82 |concrete reinforcement

83 |Specification for sand for masonry mortars IS : 2116 - 1980

84 |Code of practice for determination of breaking capacity of shallow foundations IS : 6403 - 1981

85 |[Specification for Vitreous enamelled steel kitchen sinks IS:8718 - 1978

86 |Glossary of terms relating to water supply and sanitation IS : 10446 - 1983

87 |Specification for fabricated PVC fittings for potable water Supplies IS : 10124 (Part 1) - 1988
88 |Material constants in building works IS : 10067 - 1982

89 |[Specification for flus valves and fittings for water closets and urinals IS : 9758 - 1981

90 |Glossary of terms relating to building finishes IS : 10403 - 1983

91 [Specification for plastics Bib taps and stop valves (rising spindle) for cold water services  [IS : 9763 - 1988




92 |[Specification for rapid hardening portland cement IS : 8041 - 1990

93 |Requirement of low income housing guide IS : 8888 (Part 1) - 1993
Specification for copper alloy fancy single taps, combination tap assembly and stop valves _

. IS : 8931 - 1993

94 |for water services

95 |Specification for polyethylene floats (spherical) for float valves IS : 9762 - 1994

96 |Specification for ductile iron fittings for pressure pipes for water, gas and sewage IS : 9523 - 2000

97 |Recommendation for labour output constants for building work IS : 7272 (Part 1) - 1974

98 [Concrete reinforcement IS : 1566 - 1982

99 |Methods of sampling and analysis of concrete IS : 1199 - 1959

100 |[Specification for portland - pozzolana cement IS : 1489 (Part 1) - 1991

101 |[Specification for glazed fire - clay sanitary appliances IS: 771 (Part 2) - 1985

102 [Code of practice for earthquake resistant design and construction of buildings IS : 4326 - 1993

103 |[Glossary of terms relating to bituminous waterproofing and damp- proofing of buildings IS : 4911 - 1986

104 |[Specification for door handles for mortice locks (vertical type) IS : 4992 - 1975

105 [Washers for use with firrings for water services IS : 4346 - 1982

106 |[Specification for vitreous enamelled steel wash basins IS : 8727 - 1978
Spemflcatlon for fabricated high density polyethylene (HDPE) fittings for potable water IS - 8360 (Part I) - 1977

107 |[supplies

108 |[Code of practice for architectural and building working drawing IS: 7973 - 1976
Specmcatlo_n for injection moulded high density polyethlene (HDPE) fittings for potable IS : 8008 (Part I) - 1976

109 |water supplies

110 |Safety code for handling and storage of building materials IS : 7969 - 1975

111 |[Glossary of terms relating to builders' hardware IS : 7881 (Part 1) - 1975

112 [Code of practice for plastics pipe work for potable water supplies IS : 7634 (Part 1) - 1975
Spemflcatlo_n for injection moulded PV C socket fittings with solvent cement joints for IS - 7834 (Part I) 1987

113 |water supplies

114 |Code of practice for extreme weather concreting IS : 7861 (Part 1) - 1981

115 |Glossary of terms relating of cement concrete IS : 6461 (Part IX) - 1973

116 |Specification for wooden flush door shutters (solid core type) IS : 2202 (Part 2) - 1983

117 |[Code of practice for construction of reinforced concrete shell roof IS : 2204 - 1962

118 |Specification for automatic flusing cisterns for urinals (other than plastic cisterns ) IS : 2326 - 1987

119 (Criteria for design of reinforced concrete shell structures and folded plates IS : 2210 - 1988




Specification for unplasticized polyvinyl choride (UPVC) injection moulded fittings for soil

and waste discharge system for inside and outside buildings including ventilation and rain  [IS : 14735 - 1999
120 ([water system
Code of practice Ductile detailing of reinforced concrete structures subjected to seismic IS - 13920 - 1993
121 |forces
122 |Hollow load bearing concrete blocks, hollow non- loaded concrete blocks IS : 2185 (Part 1) - 1983
123 [Specification for gypsum plaster boards IS : 2095 (Part 1) - 1996
124 [Specification for clay ridge and ceiling tiles IS : 1464 - 1992
125 |[Specification for concrete admistures IS : 9103 - 1999
126 |[Glossary of terms relating to stones : quarrying and dressing IS : 1805 - 1973
127 |[Concrete blocks IS : 2185 (Part 3) - 1984
128 [Methods of tests for strength of concrete IS : 516 - 1959
129 |Specification for caulking lead (third revision) IS:782-1978
130 |Code of practice for use and laying of ductiles iron pipes IS : 12288 - 1987
131 |Code of practice fot setting out of buildings IS: 11134 -1984
132 |[Specification for glass fibre reinforced polyester resin (GRP) squatting pans First revision [IS: 11246 - 1992
133 |Specification for rotational moulded polyethylene water stroage tanks IS : 12701 - 1996
Specification for unplasticized polyvinyl choride (UPVC) pipes for soil and waste discharge|, .
L e . S : IS : 13592 - 1992
134 |system inside buildings including ventilation and rain water system
135 |Specification for precast concrete manhole covers and frames IS : 12592 (Part 2) - 1991
136 |Guidelines for improving earthquake resistance of low strength masonry buildings IS : 13828 - 1993
137 |Specification for precast concrete manhole covers and frames IS : 12592 (Part 1) - 1988
138 |[Glossary of terms relating to cement concrete IS : 6461 (Part VII) - 1973
139 ([Specification for Bamboo mat board for general purposes IS : 13958 - 1994
140 (Specification for high density polyethylene pipes for sewerage IS : 14333 - 1996
141 |[Guidelines for retaining wall for hill area IS : 14458 (Part 2) - 1997
Hot press moulded thermosetting glass fibre reinforced polyester resin (GRP) sectional IS - 14399 (Part 1) - 1996
142 |water storage tanks
143 |Rising butt ringes IS : 9106 - 1979




